Rule 74.9 Stationary Internal Conbustion Engines (Adopted 7/21/81, Revised
7/2/85, 9/5/89, 12/3/91, 12/21/93, 11/14/00)

A Applicability

This rule applies to any stationary internal conmbustion engine rated at 50

or nore horsepower, operated on any gaseous fuel, including liquid
petrol eum gas (LPG, or diesel fuel, and not subject to the provisions of
Rul e 74.16.

B. Requi renent s
1. After the applicable conpliance date specified in either Subsection

J.1 or J.2 of this rule, the owner or operator of a stationary
i nternal combustion engine to which this rule is applicable shal
[imt em ssions fromthat engine to no nore than the follow ng:

Engi ne Type NOX ROC CO
(ppnv) (ppnv) (ppnv)
Ri ch- burn, general 25 250 4500
Lean- burn, general 45 750 4500
Di esel 80 750 4500
Ri ch- burn, waste gas 50 250 4500
Lean- burn, waste gas 125 750 4500

where ppnv = parts per mllion by volunme at 15 percent oxygen
NOx = oxi des of nitrogen
RCC = reactive organi c conpounds
CO = car bon nonoxi de

Al requirenments are subject to adjustnment as described in
Subsection B.4. Conpliance shall be verified annually.

2. In lieu of conpliance with a NOx emission |imt in Subsection B.1,
engi nes may achi eve and maintain a percent NOx reduction by vol une
limt specified below as neasured concurrently across an em ssion
control device

Ri ch- burn, general 96 percent
Lean- burn, general 94 per cent
Di esel 90 percent
3. Prior to the applicable conpliance date specified in either

Subsection J.1 or J.2 of this rule, the owner or operator of a
stationary internal conbustion engine to which this rule is
appl i cabl e shall not exceed the following emssion limts:

Ri ch- burn engi nes:

a. Oxides of nitrogen: either 1) 0.3 mcrograns per joule output
(0.805 gm bhp-hr), or 2) 50 ppm or 3) a 90% reduction, as
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neasured either across an em ssion control device or relative
to a baseline em ssion rate that has been established at the
direction of the APCO

b. Reactive organi c conpounds: 250 ppm
C. Car bon nonoxi de: 4500 ppm
Lean- burn engi nes:

a. Oxides of nitrogen: either 1) 0.9 mcrograns per joule output
(2.42 gm bhp-hr), or 2) 125 ppm or 3) an 80%reduction, as
measured either across an emi ssion control device or relative
to a baseline emssion rate that has been established at the
direction of the APCO

b. Reactive organi c conmpounds: 750 ppm
C. Car bon nonoxi de: 4500 ppm

Al requirenments are subject to adjustnment as described in
Subsection B.4. Conpliance shall be verified annually. There are
no requirenents for diesel engines.

Each em ssion limt expressed in Subsections B.1 and B.3 nmay be
multiplied by X, where X equals the engine efficiency (E) divided by
a reference efficiency of 30 percent. Engine efficiency (E) shal

be determ ned using one of the followi ng two nmet hods, whichever is
hi gher:

a. g = (Engi ne out put)*(100)
Ener gy i nput

where energy input is determ ned by a fuel measuring device accurate
to 5 percent and is based on the higher heating val ue (HHV)
of the fuel. Percent efficiency (E) shall be averaged over 15
consecutive mnutes and neasured at peak |oad for the
appl i cabl e engi ne.

b. E=(Mtrs Rated Efficiency [Continuous] at LHV)*(LHV)
(HHV)

where LHV = the | ower heating value of the fue

Engi ne efficiency (E) shall not be |less than 30 percent; an engine
with an efficiency |ower than 30 percent shall be assigned an
efficiency of 30 percent for the purposes of this rule.

After the applicable conpliance date specified in either Subsection
J.1 or J.2 of this rule, no person shall allow the discharge into

t he atnosphere from any em ssion control device installed and
operated pursuant to the requirenments of Subsections B.1, B.2 or B. 3
above, ammoni a (NHg) emi ssions in excess of 20 ppnv.
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Engi ne Operator Inspection Plan

The operator of an engine subject to the provisions of Subsection B.1, B.2
or B.3 of this rule shall submt to the District an Engi ne Operator

I nspection Plan. The Plan shall be approved by the Air Pollution Control
Oficer in witing. The plan shall be updated after any change in
operation. For new engines and nodifications to existing engines, the
pl an shall be submitted to and approved by the District prior to issuance
of the Permit to Operate. The operator may request a change to the plan
at any tine.

The Pl an shall include the foll ow ng:

1. The manufacturer, nodel nunber, rated horsepower, and conbustion
method (i.e., rich-burn, |ean-burn or diesel) of the engine.

2. A description of the NOx control systeminstalled on the engine (if
any), including type (e.g., nonselective catal yst, "clean-burn"
conbustion) and manufacturer, as well as a description of any
ancillary equi pnment related to the control of em ssions (e.g.
automatic air/fuel ratio controller, fuel valves).

3. The conpany identification nunber and the |ocation of the engine by
a schematic of the affected facilities.

4. A specific em ssion inspection procedure to assure that the engine
is operated in continual conpliance with the provisions of this
rule. The procedure shall include an inspection schedul e.
I nspections shall be conducted every quarter or after every 2,000
hours of engine operation. In no event shall the frequency of
i nspection be | ess than once per year

After an em ssion violation, as determ ned by conpliance source

test, the next three schedul ed i nspections shall include a screening
anal ysis of the exhaust streamif a conpliance source test is not
required. The screening analysis shall include an exam nation of

NOx and CO eni ssi ons.

5. Each preventative or corrective maintenance procedure or practice
that will be used to maintain the engine and NOx control systemin
continual conpliance with the provisions of this rule.

Exenpt i ons

The provisions of this rule shall not apply to the operation of stationary
i nternal comnbustion engi nes used under the follow ng conditions:

1. Engi nes rated at |ess than 50 brake horsepower.
2. Engi nes operated | ess than 200 hours per cal endar year
3. Enmer gency standby engi nes operated during either an emergency or

mai nt enance operation. Mintenance operation is limted to 50 hours
per cal endar year.
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4. Engi nes used in research or teaching prograns.

5. Engi nes used directly and exclusively for agricultural operations
necessary for the growing of crops or the raising of fow or
ani mal s.

6. Engi ne test stands used for evaluating engi ne perfornance.

7. Al engines rated at |ess than 100 horsepower, emtting NOx at not

nmore than 5 gni bhp-hr (shaft), and utilized as a qualified
cogeneration facility permanently displacing the use of a specified
boiler or boilers. This exenption shall apply to only those engi nes
installed prior to Decenber 31, 1988. A qualified cogeneration
facility is one neeting the requirenents of 18 CFR Part 292 Subpart
B Section 292. 205.

8. Di esel engines with a permitted capacity factor of 15 percent or
| ess.

9. Di esel engines used to power cranes and wel di ng equi prent.

10. Di esel engines operated on San Nicol as island and Anacapa | sl and.

Recor dkeepi ng Requi renents

The operator of any engine subject to the provisions of Section B of this
rule shall maintain an inspection | og containing, at a mninum the
foll owi ng dat a:

1. Identification and | ocation of each engine subject to the provisions
of this rule,

2. Date and results of each enission inspection
3. A summary of any em ssions corrective mai ntenance taken, and
4. Any additional information required in the Engi ne Qperator

I nspection Plan

The operator shall maintain the inspection log for a period of 2
years after the date of each entry. The log shall be available for
i nspection by the District upon request.

Reporting Requirenents

Prior to each permt renewal, each operator subject to the provisions of
this rule shall provide the District with data specifying the actua

annual usage (e.g., fuel consunption, actual operating hours) of each

af fected engine. The data shall also include the engi ne manufacturer

nodel nunber, operator identification nunber and | ocation of each affected
engi ne, a sunmary of the maintenance and testing reports required in
Subsection C, and an annual source test report.
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Test

1.

Met hods

Oxi des of nitrogen enissions for conpliance source tests shall be
det erm ned by using ARB Met hod 100.

Car bon nonoxi de em ssions for conpliance source tests shall be
det erm ned by using ARB Met hod 100.

Reactive organi c conpound em ssions for conpliance source tests
shal | be determ ned by using EPA Met hod 25 or EPA Method 18,
referenced to nethane.

Oxygen content for conpliance source tests shall be determ ned by
usi ng ARB Met hod 100.

Screeni ng anal yses shall be performed using a portable anal yzer
approved in witing by the APCO

NOx emission l[imtations specified in Subsections B.1, B.2 and B. 3
are expressed as nitrogen dioxide. Al emssion linmtations are
referenced at fifteen (15) percent volunme stack gas oxygen neasured
on a dry basis. Source test data point intervals shall be no
greater than 5 m nutes and data points shall be averaged over 15
consecutive m nutes.

The heating value of fuel oil shall be measured using ASTM Met hod
D240-87. The heating val ue of gaseous fuel shall be neasured using
ASTM Met hod D1826- 77.

Ammoni a em ssions shall be determ ned using Bay Area Air Quality
Managenent District Method ST-1B, dated 1/20/82.

Vi ol ati ons

1.

Failure to conply with any provision of this Rule shall constitute a
violation of this rule.

It is the responsibility of the engine operator to denonstrate to
the satisfaction of the Air Pollution Control Oficer that an engi ne
subject to the provisions of this rule is being operated in

conti nuous conpliance with all applicable provisions of this rule.

An engine shall be in violation if it is operated out of conpliance
with the operating paraneters of an approved Engi ne Operator

I nspection Plan. However, if data froma source test of the engine
operating under identical conditions indicates that the engine is in
conpliance with the requirenents of this rule, then a violation wll
not have occurred. The source test shall be conducted at the engine
operator's expense. The Engi ne Operator Inspection Plan may be
amended to reflect the information fromthis source test.
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Definitions

1

10.

11.

12.

"Basel i ne Emi ssion Rate": Em ssions under normal operating
conditions, prior to control, determ ned by a source test conducted
in accordance with Section G

"Di esel Engine": A conpression ignited two or four-stroke engine in
which liquid fuel injected into the conbustion chanber ignites when
the air charge has been conpressed to a tenperature sufficiently
high for auto-ignition

"Emer gency Standby Engine": An internal conbustion engine used only
as follows:

1) VWhen nornmal power line or natural gas service fails.
2) For the emergency punping of water for either fire protection
or flood relief.

An energency standby engi ne may not be operated to supplenent a
primary power source when the |oad capacity or rating of the primry
power source has been either reached or exceeded.

"Engi ne Rating": The output of an engine as deternined by the engine
manuf acturer and listed on the naneplate of the unit, regardl ess of
any derating.

"Lean-burn Engi ne": Any two or four-stroke spark-ignited engi ne that
is not a rich-burn engine.

"Mai nt enance Qperation": The use of an energency standby engi ne and
fuel systemduring testing, repair and routine maintenance to verify
its readiness for energency standby use.

"Qutput": The shaft work output from an engine plus the energy
recl ai med by any useful heat recovery system

"Permtted Capacity Factor": The annual permtted fuel use divided
by the manufacturers specified maxi mum hourly fuel consunption tines
8760 hours per year.

"Ri ch-burn Engine": A two or four-stroke spark-ignited engi ne where
t he manufacturers original recormended operating air/fuel ratio

di vided by the stoichiometric air/fuel ratio is |less than or equa
to 1.1.

"Peak Load": Maxi num i nstantaneous operating | oad.

"Stationary Internal Conmbustion Engine": Any internal conbustion
engine of the reciprocating type that is operated at a site for nore
than one year or is attached to a foundation

"Stoichionetric Air/Fuel Ratio": The chemi cally correct air/fue

ratio where all fuel and all oxygen in the air/fuel mxture will be
consuned.
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13.

"Waste Gas": Fuel gas produced at either waste water/sewage
treatnment facilities or landfills containing no nore than 25 percent
by vol une suppl emental gas.

I ncrenents of Progress

1

Except as specified in Subsection J.2, all engines shall neet the
requi renents of either Subsection B.1 or B.2 and Subsection B.5 by
January 1, 1997.

Al'l existing engines with equipnent installed to conmply with the
requi renents of either Rule 74.9 or Rule 26 after Septenber 5, 1989,
shall neet the requirenents of either Subsection B.1 or B.2 and
Subsection B.5 by January 1, 2002. The installation date shal

equal the issue date of the valid Permt to Operate for either the
retrofit or the new equipnent.

Engi ne operators not previously required to submt an Engi ne
Qperator Inspection Plan shall do so by July 1, 1994. Engi ne
operators required to subnmt a nodified Plan shall do so by July 1,
1994.

The owner or operator of a diesel engine shall submt a conplete
application for the Authority to Construct required to install any
equi prent necessary to conply with the requirenents of either
Subsection B.1 or B.2 of this rule on or before January 1, 1995, and
shall award a contract for construction of the equi pment on or

bef ore January 1, 1996.
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